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DINOR

DIMENSIONS

POWER CONNECTION

Hang the cable on the hook. 3

1

MOUNTING INSTRUCTION

2

 

connection: STANDARD version
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1.0 LED
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IP20
11W | 220-240VAC | AC PCB 3-step low flicker | incl. PS | phase-cut dim 

3

hook

ceiling
base

Pass the cable through the hole at the top of the cover. 

Connect the fixation to the main power
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 1800-2850K | >90 CRI | 510lm
coral red + white texture
grey  + white texture
black  texture + gold
black texture

255189RW9
255189GW9
 2551890K9
2551890B9

2.0 LED
m  

IP20
11W | 220-240VAC | AC PCB 3-step low flicker | incl. PS | phase-cut dim 

 1800-2850K | >90 CRI | 510lm
coral red + white texture
grey  + white texture
black  texture + gold
black texture

P
B

19
-0

10
-6

36
-0

0

255289RW9
255289GW9
 2552890K9
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3.0 LED
m  

IP20
11W | 220-240VAC | AC PCB 3-step low flicker | incl. PS | phase-cut dim 

 1800-2850K | >90 CRI | 510lm
coral red + white texture

white texture
black texture

grey  + white texture
black  texture + gold
black texture

255389RW9
255389GW9
 2553890K9
2553890B9

 ALWAYS USE 
single ceiling base

 white cable on request
multi- and other suspension options please see our catalogue 
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